
WARNING: Failure to follow these warnings and instructions could result in serious injury or death.
THIS UNIT IS NOT INTENDED TO BE USED AS EITHER A FULL OR NON-FULL SIZE CRIB

STEP 1

IMPORTANT! Start with playard set-up as shown in playard instructions on back of this
instruction manual.

WARNING: Before each usage or assembly, inspect product for
damaged hardware, loose joints missing parts or sharp edges. 
DO NOT substitute parts.
Lift up on lower horizontal bar before attempting to unlock upper bar. Proceed to Step 2

!

Read all instructions before assembly and use of this product.
KEEP INSTRUCTIONS FOR FUTURE USE

FIG. 1

• Can be attached to adult beds in heights of 18" (45.5 cm), 20" (50.6 cm), 22" (55.7 cm)  

and 24" (60.8cm) and 26" (66.0 cm), 28" (71.0 cm), and 30" (76.0 cm) with leg extension kit

• Can “free stand” as a four-sided bassinet

• Converts to playard

• Converts to changing table

• Can be folded up for travel

Determine the height of adult bed: Place a flat object on the top
of the adult bed (including base, springs and mattress) so that a
few inches of it pass over the edge of the adult bed. Measure
down from this point to the floor to find the exact bed height.
Refer to appropriate instructions to assemble and install your
Arm's Reach® UniversalTM CO-SLEEPER® bedside sleeper.
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STEP 2

Unlock and push down upper bar on front of playard (front of playard is the side with the
removable top bar). Push in on two points. 

Open two front flaps (6 snaps each) on each side of nylon side panels just below plastic
corner pieces. 

Find locking tab inside both upper plastic corner pieces and push towards center of playard. 

You may now raise the plastic connector up and out of receiving slot. (Fig. 1)

Instructions for setting up Arm’s Reach® UniversalTM CO-SLEEPER® bedside sleeper
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SUFFOCATION HAZARD. Discard all packing materials immediately after opening. Plastic bags and
ties may cause suffocation or choking. Caution: do not discard the anchor plate with the two 10
foot long straps, as this is necessary for using the product in the co-sleeping configuration.

The Universal
TM



Additional leg extension kits are required if you are installing your UniversalTM CO-SLEEPER® bedside sleeper alongside an
adult bed that is more than 24" (60.8 cm) in height. You may purchase from Arm's Reach Concepts additional 2" (5cm)
extension leg kits that will allow you to elevate the Universal CO-SLEEPER® bedside sleeper from 24" (60.8 cm) up to 26
(66.0 cm), 28" (71.0 cm) and 30" (76.0 cm).

UniversalTM

CO-SLEEPER® bedside sleeper
18”(45.5 cm)or 20”(50.6 cm)

UniversalTM

CO-SLEEPER® bedside sleeper
22”(55.7 cm) or 24”(60.8 cm) 

Raise lower bar with foot.
Press buttons and lower top bar. 

Position the removable bar into
the lower female receiver. Insert
connector into lower slot and
push down until locking 
tab clicks shut. 

Raise lower bar with foot.
Press buttons and lower top bar. 

Position the removable bar into
the upper female receiver. Insert
connector into lower slot and
push down until locking 
tab clicks shut. 

Repeat same on other side. Repeat same on other side. 

Open the nylon panels (with
six snaps) on each side of 
the playard so that you can
bring the removable bar down
to position.

Open the nylon panels (with
six snaps) on each side of 
the playard so that you can
bring the removable bar
down to position.
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STEP 3

Assemble and install four
plastic hangers and 
support bars as shown in
Figure 3. 

Install support bars into
the lower female receivers
as shown at left.

STEP 3

Assemble and install four
plastic hangers and 
support bars as shown in
Figure 3. 

Install support bars into
the upper female receivers
as shown at left.

FIG. 3
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receiver
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lower-
receiver

extension leg inserts 

Support bars 
installed in
plastic 
hangers

Place plastic
hangers near
corners.

Removable arm
in 18" (45.5 cm)
position

Removable arm
in 22" (56.5 cm)
position

Insert leg
extensions
if bed height
is 20" (50.6)

Insert leg
extensions 
if bed height
is 24" (60.8)

Removable bar
on playard set
into upper (top)
position 
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Universal CO-SLEEPER® bedside sleeper at 26”(66.0 cm), 28" (71.0 cm) and 30” (76.0 cm) heights

®

WARNING: Never use more than 4 – 2”(5 cm ) extension segments with Arm's Reach® CO-SLEEPER® bedside sleeper.
2

Support bars 
installed in
plastic 
hangers

Place plastic
hangers near
corners.





Instructions How to convert the ArmÕs Reach ¨ Universal TM CO-SLEEPER ¨ bedside 
sleeper to a free-standing four sided-bassinet

WARNING:Failure to follow these warnings and instructions
could result in serious injury or death.
¥ STRANGULATION HAZARD: When anchor plate and strap assembly is
not in use, store in a safe place not accessible to children.

STEP 1

IMPORTANT! Start with playard set-up as shown in playard instructions on back cover.
Lift up on lower horizontal bar before attempting to unlock upper bar. 

Remove mattress pad from playard.

Install the support bars into the plastic hangers. Set support bars in either upper 
or lower settings depending on desired depth of bassinet floor.

Select the depth of the floor from the top of the bassinet. 

Extendable floor can 
be set at either upper 
or lower level 
depending upon 
the desired depth 
of the bassinet floor

Plastic hangers

Liner Closurer
Upper corner 
(outside)

Liner opened Ð
top button of
nylon flap is not
connected.

Upper corner flap
of liner folds
around plastic 
corner and passes
behind nylon flap.

Nylon flap closes
over liner material
and is secured with
snap on nylon to
snap on liner.

Lower 2 flaps of
liner corner shown
wrapped around
outside corner of
playard frame Ð 
covering the lower
receivers.

Both lower Velcro¨
tabs are shown
connected at bot-
tom corner section
of liner 

Removable bar on 
playard set into 
upper (top) position
to create frame for 
fourth side support.

Velcro ® pads

STEP 3
Installing the removable bar into upper 
receivers through fabric liner openings 
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Open both top flaps of the liner and 
install the removable bar into the 
upper (top) female receivers through 
the fabric liner openings.

You must leave the linerÕs 
inside 4 1/2 Ó(11.5 cm) vertical
zipper in a closed position 

If you are using the lower floor position, 
open the horizontal zippers on the fabric 
and extend floor liner as shown in fig. 2.

Secure overhanging fabric section to three 
Velcro ¨ tabs found on lower Nylon panel 
of playard as shown in fig. 1.

Unlock and bend the removable bar downward 
(do not remove it from the top receivers).

Close both upper Nylon panels as shown 
in detail for top flap closure (a,b,c ).

Make sure that the outside upper snap is 
connected to the fabric liner's upper corner 
flap. (detail a and b)  

Connect all remaining snaps as shown (fig.3)
Close all remaining flaps as shown in 1a.

After all of the snaps are secured, pull up on 
the removable bar so that it locks into position.

For the lower floor position
of 16Ó (42 cm), 
set the support bars into
the four plastic hangers 
in the lower receivers.

For the upper floor position
of 12Ó (32 cm), 
set the support bars into
the four plastic hangers 
in the upper receivers.

STEP 2
Installing the fabric liner  To in stall the fabric liner follow step 4 on page 3.
Drape the liner over the CO-SLEEPER ¨ bedside sleeper frame with long flap over
upper bar. Pull back corners over frame and secure into place with snaps. 

Detail for Top Flap Closure
of Free Standing Bassinet
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